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from this cause and partly from incomplete washing out of nitrogen from, the generator, the first filling of a set was so often found abnormally heavy that it became a rule in all cases to reject it. From these and other causes, such as accidental leakages not discovered at the time, it was difficult to secure a set of determinations in which the mean really represented the most probable value. At the same time, any arbitrary rejection of individual results must be avoided as far as possible.
In the present work two objects have been especially kept in view. The first is simplicity upon the chemical side, and the second the use of materials in such a form that the elimination of impurities goes forward in the normal working of the process. When, as in the former determinations, the hydrogen is made from zinc, any impurity which that material may contain and communicate to the gas cannot be eliminated from the generator; for each experiment brings into play a fresh quantity of zinc, with its accompanying contamination. Moreover, the supply of acid that can be included in one charge of the generator is inadequate, and good results are onl}r obtained as the charge is becoming exhausted. These difficulties are avoided when zinc is discarded. The only material consumed during the experiments is then the water, of which a large quantity can be included from the first. On the other hand, the hydrogen liberated is necessarily contaminated with oxygen, and this must be removed by copper contained in a red-hot tube. In the experiments to be described the generator was charged with potash*, and the gases were liberated at platinum electrodes. In the case of a hydrogen filling the oxygen blew off on one side from a mercury seal, and on the other the hydrogen was conveyed through hot tubes containing copper. The bulk of the aqueous vapour was deposited in a small nask containing strong solution of potash, and the gas then passed over solid potash to a long tube packed with phosphoric anhydride. Of this only a very short length showed signs of being affected at the close of all operations.
With respect to impurities, other than oxygen and oxides of hydrogen, which may contaminate the gas, we have the following alternatives. Either the impurity is evolved much more rapidly than in proportion to the consumption of water in the generator, or it is not. If the rate of evolution of the impurity, reckoned as a fraction of the quantity originally present, is not much more rapid than the correspondingly reckoned consumption of water, the presence of the impurity will be of little importance. If on the other hand, as is probable, the rate of evolution is much more rapid than the consumption of water, the impurity is soon eliminated from the residue, and the gas subsequently generated becomes practically pure. A similar argument holds good if the source of the impurity be in the copper, or even
* At the suggestion of Professor Morley, the solution was freed from carbonate or nearly so, by the use of baryta, of which it contained a slight excess.olumes is to be expected. [1901. In later experiments Morley obtained 2-0027.]the telescope lens was 12 ft. 3 in.
